	Formulärets överkant
ROD TORQUE SPECs
	IMPORTANT INSTALLATION INSTRUCTIONS

	1.
	Disassemble rods and thoroughly clean (including bolt and beam threads) to remove rust preventative.

	 
	 

	2.
	Apply ARP Molylube to the threads and under the head of each bolt.

	 
	 

	3.
	Install rods by bringing cap and beam into alignment. Tap into place before installing bolts (DO NOT USE BOLTS TO PULL CAPS INTO POSITION) Each rod is numbered and MUST be assembled with the same number on cap and beam.

	 
	 

	4.
	Sequentially torque bolts to specified torque NOT TO EXCEED maximum specification for stretch.

	 



	DESCRIPTION
	RECOMMENDED
TORQUE
	NOT TO EXCEED
STRETCH

	5/16" x 1.500" ARP 2000 cap screw
	26 ft./lb w/ARP moly
	(.0056" stretch)

	3/8" x 1.600" ARP 8740 cap screw
	45 ft./lb w/ARP moly
	(.0047" stretch)

	3/8" x 1.600" ARP 2000 cap screw
	50 ft./lb w/ARP moly
	(.0058" stretch)

	3/8" ARP 8740 Wave Loc bolt & nut
	50 ft./lb w/ARP moly
	(.0063" stretch)

	7/16" x 1.400" ARP 8740 cap screw
	64 ft./lb w/ARP moly
	(.0046" stretch)

	7/16" x 1.500" SCAT 2001 cap screw
	63 ft./lb w/ARP moly
	(.0050" stretch)

	7/16" x 1.600" ARP 8740 cap screw
	63 ft./lb w/ARP moly
	(.0050" stretch)

	7/16" x 1.600" ARP 2000 cap screw
	70 ft./lb w/ARP moly
	(.0062" stretch)

	7/16" x 1.800" ARP 8740 cap screw
	63 ft./lb w/ARP moly
	(.0060" stretch)

	7/16" x 1.800" SCAT 2001 cap screw
	63 ft./lb w/ARP moly
	(.0060" stretch)
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	Did you know? - we also offer a complete line of pistons for this particular application in our JE Pistons product line? Click here to check them out. 




	

	 

		Part #
	Cubic
Inches
	Bore
	Stroke
	Rod
Length
	Compression
Distance
	
		Head Cubic Centimeters

	112cc
	118cc
	124cc

	Compression Ratio



	
	Dome
Volume
	Gram
Weight
	Footnote
	Oversize
	Ring Set#

	

	139530
	460
	4.280
	4.000
	6.135
	1.645
	
	13.7
	
	12.8
	
	11.9
	
	48cc
	662
	
	0.030
	S100S8-4280-5

	

	139531
	466
	4.310
	4.000
	6.135
	1.645
	
	13.9
	
	12.9
	
	12.1
	
	48cc
	690
	
	0.060
	S100S8-4310-5

	

	139532
	469
	4.320
	4.000
	6.135
	1.645
	
	13.9
	
	12.9
	
	12.1
	
	48cc
	689
	
	0.070
	J100F8-4320-5

	

	139533
	475
	4.350
	4.000
	6.135
	1.645
	
	14.1
	
	13.2
	
	12.3
	
	48cc
	702
	
	0.100
	S100S8-4350-5

	

	139534
	502
	4.470
	4.000
	6.135
	1.645
	
	13.7
	
	12.8
	
	12.0
	
	41cc
	702
	
	.STD
	J100S8-4470-5

	

	139535
	508
	4.500
	4.000
	6.135
	1.645
	
	13.8
	
	12.9
	
	12.2
	
	41cc
	719
	
	0.030
	S100S8-4500-5

	

	139536
	515
	4.530
	4.000
	6.135
	1.645
	
	14.0
	
	13.1
	
	12.3
	
	41cc
	731
	
	0.060
	S100S8-4530-5

	

	152152
	522
	4.560
	4.000
	6.135
	1.645
	
	14.0
	
	13.2
	
	12.4
	
	39cc
	717
	
	0.090
	S100S8-4560-5

	

	140684
	460
	4.280
	4.000
	6.385
	1.395
	
	13.7
	
	12.8
	
	11.9
	
	48cc
	620
	
	0.030
	S100S8-4280-5

	

	140685
	466
	4.310
	4.000
	6.385
	1.395
	
	13.9
	
	12.9
	
	12.1
	
	48cc
	634
	
	0.060
	S100S8-4310-5

	

	140686
	469
	4.320
	4.000
	6.385
	1.395
	
	13.9
	
	13.0
	
	12.8
	
	48cc
	643
	
	0.070
	J100F8-4320-5

	

	140687
	475
	4.350
	4.000
	6.385
	1.395
	
	14.1
	
	13.2
	
	12.3
	
	48cc
	659
	
	0.100
	S100S8-4350-5

	

	140682
	508
	4.500
	4.000
	6.385
	1.395
	
	14.0
	
	13.1
	
	12.3
	
	41cc
	668
	
	0.030
	S100S8-4500-5

	

	140683
	515
	4.530
	4.000
	6.385
	1.395
	
	14.0
	
	13.2
	
	12.4
	
	41cc
	686
	
	0.060
	S100S8-4530-5

	

	152154
	522
	4.560
	4.000
	6.385
	1.395
	
	13.7
	
	12.8
	
	12.1
	
	39cc
	672
	
	0.090
	S100S8-4560-5

	

	152155
	531
	4.600
	4.000
	6.385
	1.395
	
	13.9
	
	13.0
	
	12.3
	
	39cc
	697
	
	0.130
	S100S8-4600-5

	

	139835
	460
	4.280
	4.000
	6.535
	1.245
	
	13.7
	
	12.8
	
	11.9
	
	48cc
	585
	B
	0.030
	S100S8-4280-5

	

	139836
	466
	4.310
	4.000
	6.535
	1.245
	
	13.7
	
	12.8
	
	11.9
	
	48cc
	599
	B
	0.060
	S100S8-4310-5

	

	139837
	469
	4.320
	4.000
	6.535
	1.245
	
	13.7
	
	12.8
	
	11.9
	
	48cc
	606
	B
	0.070
	J100F8-4320-5

	

	139838
	475
	4.350
	4.000
	6.535
	1.245
	
	14.0
	
	13.1
	
	12.3
	
	48cc
	621
	B
	0.100
	S100S8-4350-5

	

	152159
	508
	4.500
	4.000
	6.535
	1.245
	
	13.7
	
	12.8
	
	12.1
	
	41cc
	634
	B
	0.030
	S100S8-4500-5

	

	152160
	515
	4.530
	4.000
	6.535
	1.245
	
	13.9
	
	12.9
	
	12.0
	
	41cc
	650
	B
	0.060
	S100S8-4530-5

	

	152161
	522
	4.560
	4.000
	6.535
	1.245
	
	13.7
	
	12.8
	
	12.1
	
	39cc
	636
	B
	0.090
	S100S8-4560-5

	

	152162
	531
	4.600
	4.000
	6.535
	1.245
	
	13.9
	
	13.0
	
	12.3
	
	39cc
	655
	B
	0.130
	S100S8-4600-5

	

	139537
	489
	4.280
	4.250
	6.135
	1.520
	
	13.8
	
	12.9
	
	12.1
	
	43cc
	626
	
	0.030
	S100S8-4280-5

	

	139542
	496
	4.310
	4.250
	6.135
	1.520
	
	13.8
	
	12.9
	
	12.1
	
	43cc
	647
	
	0.060
	S100S8-4310-5

	

	139543
	498
	4.320
	4.250
	6.135
	1.520
	
	13.8
	
	12.9
	
	12.1
	
	43cc
	652
	
	0.070
	J100F8-4320-5

	

	139544
	505
	4.350
	4.250
	6.135
	1.520
	
	14.0
	
	13.1
	
	12.3
	
	43cc
	664
	
	0.100
	S100S8-4350-5

	

	139831
	489
	4.280
	4.250
	6.385
	1.270
	
	13.8
	
	12.7
	
	11.8
	
	43cc
	574
	B
	0.030
	S100S8-4280-5

	

	139832
	496
	4.310
	4.250
	6.385
	1.270
	
	13.8
	
	12.7
	
	11.8
	
	43cc
	592
	B
	0.060
	S100S8-4310-5

	

	139833
	498
	4.320
	4.250
	6.385
	1.270
	
	13.8
	
	12.9
	
	12.1
	
	43cc
	595
	B
	0.070
	J100F8-4320-5

	

	139834
	505
	4.350
	4.250
	6.385
	1.270
	
	14.0
	
	13.1
	
	12.3
	
	43cc
	611
	B
	0.100
	S100S8-4350-5

	

	140328
	533
	4.470
	4.250
	6.385
	1.270
	
	13.9
	
	12.8
	
	12.0
	
	36cc
	609
	B
	.STD
	J100S8-4470-5

	

	140329
	540
	4.500
	4.250
	6.385
	1.270
	
	13.9
	
	12.8
	
	12.0
	
	36cc
	625
	B
	0.030
	S100S8-4500-5

	

	140330
	548
	4.530
	4.250
	6.385
	1.270
	
	13.8
	
	13.0
	
	12.0
	
	36cc
	640
	B
	0.060
	S100S8-4530-5

	

	152156
	555
	4.560
	4.250
	6.385
	1.270
	
	13.6
	
	12.8
	
	12.1
	
	33cc
	631
	B
	0.090
	S100S8-4560-5

	

	152157
	565
	4.600
	4.250
	6.385
	1.270
	
	13.8
	
	13.0
	
	12.3
	
	33cc
	650
	B
	0.130
	S100S8-4600-5

	

	140341
	540
	4.500
	4.250
	6.535
	1.120
	
	13.9
	
	12.8
	
	12.0
	
	36cc
	596
	B
	0.030
	S100S8-5000-5

	

	140342
	548
	4.530
	4.250
	6.535
	1.120
	
	13.9
	
	12.8
	
	12.0
	
	36cc
	611
	B
	0.060
	S100S8-4530-5

	

	231510
	555
	4.560
	4.250
	6.535
	1.120
	
	13.9
	
	12.8
	
	12.0
	
	36cc
	NEW
	B
	0.090
	S100S8-4560-5
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